
SOMLEVEL-15
SOMLEVEL-15-SDI-12

수위 감지기

SOMLEVEL-15는 고성능이 요구되는 모든 환경에서 비접촉식

으로 수위 측정을 위한 이상적인 레이더 감지기입니다. 강 
및 수로, 수처리 운하, 호수 및 빗물 범람 유역의 수위 측정, 
액체 취급이 있는 산업 응용 분야의 수위 관리에 특히 적합

합니다.

SOMLEVEL- 15는 80GHz 레이더 신호를 매체 표면을 향해 지
속적으로 방출하며, 이 신호는 반사되어 감지기 안테나에 의
해 감지됩니다.

방출된 신호와 수신된 신호 사이의 주파수 차이는 거리에 비
례하며 수위에 따라 다릅니다. 결정된 수위는 4 ... 20mA 또는 
SDI-12 출력 신호로 변환됩니다. 후자는 SDI-12 인터페이스가 
있는 데이터 로거에 연결하도록 설계되어 저전력 설비가 필
요한 배터리 구동 환경에 특히 적합합니다.

SOMLEVEL-15는 비접촉 방식으로 신뢰성이 높은 기술로 고
온이나 높은 습도, 홍수, 부유물 또는 탁한 물에서도 사용가

능하며 최고의 데이터 품질을 제공합니다. 컴팩트하고 다양

한 디자인으로 설치가 용이하고 유지 보수가 거의 필요하지

않습니다.

종류

품번 버전

21472 SOMPULS-15, 출력: 4...20 mA, 상부 연결

케이블 10m

21473 SOMPULS-15, 출력: 4...20 mA, 측면 연결

케이블 5m

21641 SOMPULS-15, 출력: SDI-12, 측면 연결

케이블 25m

구성품

수량      품번     설명

1 - 필요한 버전의 수위 감지기

부대용품

품번 설명

- -

규격

수위 감지기

측정 범위 최대 15 m (49.21 ft)

≤ 2 mm

8°
정확도

빔 각도

측정 주파수 W-band (80 GHz)

출력 신호 4 ... 20 mA HART 또는 SDI-12

연결 규격            Thread G1½, 1½NPT, R1½

설치 규격 Thread G1, 1NPT, R1

-1 ... +3 bar (-100 ... 200 kPa, -14.5 ...
43.51 psig)

-40 ... +80 °C (-40 ... +176 °F)

-40 ... +80 °C (-40 ... +176 °F)

12 ... 35 VDC

공정 압력

공정 온도

환경 온도

전원 

재질 접액부: PVDF
프로세스 씰: FKM
연결 케이블: PVC 절연

보호 등급 IP68

크기 Ø x H

무게

Ø76 x 109 mm (Ø2.99 x 4.28 in)

0.7 kg (1.543 lbs)
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결선

4 ... 20 mA 출력

1 ... Brown (+)

2 ... Blue (-)

3 ... Shield

SDI-12 출력

1 ... Brown (+)

2 ... Blue (-)

3 ... White (SDI-data)

4 ... Shield

크기

상부 연결 형

측면 연결 형

Basic SDI-12 commands

Command Response Description

Break - A data
recorder
starts a
request by
transmitting
a break

a! a<CR><LF> Acknow-
ledge Active

aI! aiic-
cccccccmmmmmmvvvxx..-
.xx<CR><LF>

Send Iden-
tific-
ation:SDI12-
com-
patibility
number,
Company
Name, Sen-
sor model
number,
Sensor ver-
sion, Series
number

aAb! b<CR><LF> Change
Adress

?! b<CR><LF> Adress
Query

aM! atttn<CR><LF> Start Meas-
urement

aMC! atttn<CR><LF> Start Meas-
urement
and Request
CRC

aM1! ...
aM9!

atttn<CR><LF> Additional
Meas-
urements

aMC1! ...
aMC9!

atttn<CR><LF> Additional
Meas-
urements
and Request
CRC
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Command Response Description

aC! atttn<CR><LF> Start Con-
current
Meas-
urement

aCC! atttn<CR><LF> Start Con-
current
Meas-
urement
and Request
CRC

aC1! ...
aC9!

atttn<CR><LF> Additional
Concurrent
Meas-
urements

aCC1! ...
aCC9!

atttn<CR><LF> Additional
Concurrent
Meas-
urements
and Request
CRC

aR0! ...
aR9!

a<values><CR><LF> Continuous
Meas-
urements

aRC0! ...
aRC9!

a<val-
ues><CRC><CR><LF>

Continuous
Meas-
urements
and Request
CRC

aD0! ...
aD9!

a<values><CR><LF>
a<val-
ues><CRC><CR><LF>

Send Data
(M*, C*, V)

aV! attn<CR><LF> Start Veri-
fication

Device status

Failure

Code Description

F013 No measured value available

F017 Adjusted span too small

F025 Error in the linearization table

F036 No executable software

F040 Error in the electronics

F080 General software error

F105 Measured value is determined

F260 Error in the calibration

F261 Error in the device setting

F264 Installation/setup error

F265 Measurement function

Maintenance

Code Description

M500 Error in the delivery status

M501 Error in the non-active linearization table

M504 Error on an device interface

M505 No measured value available

M507 Error in the device setting

M508 Non executable Bluetooth software

M509 Software update running

M510 No communication with the main controller

M511 Inconsistent software configuration

Out of specifications

Code Description

S600 Impermissible electronics temperature

S601 Overfilling

S603 Impermissible power supply
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