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Accessories  
품번과 영문 품명                             해당 제품

   

A000001
19mm (0.75”) Slotted 
protection cap white

WM33 & 52

A000002
19mm (0.75”) Slotted 
protection cap black

PC33, 52, 62 & 62V 
DT722

A000003
12mm (0.47”) Slotted 
protection cap, black

PCMini52

A000014
19mm (0.75”) PVDF filter

PC33, 52, 62 & 62V
WM33 & 52
DT722

A000015
19mm (0.75”) PVDF filter with 
protection cap black

PC33, 52, 62 & 62V 
DT722

A000016
19mm (0.75”) PVDF filter with 
protection cap white

WM33 & 52

A000017
12mm (0.47”) PVDF filter

PCMini52

A000018
12mm (0.47”) PVDF filter with 
protection cap, black

PCMini52

A000019
HDPE filter 

SF52

A000021
19mm (0.75”) Mesh filter with 
protection cap black

PC33, 52, 62 & 62V  
WM33 & 52 
DT722 

 품번과 영문 품명                 해당 제품 Associated 
 

A000022
12mm (0.47”) Mesh filter with 
protection cap, black

PCMini52

A000023
12mm (0.47”) Flat SS sintered 
dust filter

PCMini52

A000025
19mm (0.75”) Arrow SS 
sintered filter 5μm
A000026
19mm (0.75”) Arrow SS 
sintered filter 10μm

PC33, 52, 62 & 62V  
WM33 & 52 
DT722

A000027
19mm (0.75”) Arrow SS 
sintered filter 20μm

PC33, 52, 62 & 62V  
WM33 & 52 
DT722

A000028
12mm (0.47”) Arrow 20 μm SS 
sintered filter 

PCMini52

A000040
19mm (0.75”) Foil filter 2μm 
with protection cap black

PC33, 52, 62 & 62V
DT722

A000041
19mm (0.75”) Foil filter 2μm 
with protection cap white

WM33 & 52

A000042
Oleophobic foil filter 0.7μm with 
protection cap black

PC33, 52, 62 & 62V 
DT722

A000043
Oleophobic foil filter 0.7μm with 
protection cap white

WM33 & 52

A000044
19mm (0.75”) Foil filter 1.5µm  
w/protection cap black

PC33, 52, 62 & 62V 
DT722

이영길
Text Box
미쉘 습도계.이슬점측정기 부 속 품-1

이영길
Text Box
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Accessories
  품번과 영문 품명              해당 제품 Associated 

 

A000045
19mm (0.75”) Foil filter 
1.5μm with protection cap 
white

WM33 & 52

H2
SS sintered filter

WM281 
WM291
DT282

H3
SS sintered filter

WR283 
WR293
DT284

H4
SS sintered filter

PF211
DT269

J2
SS sintered filter with teflon 
coating

WM281
WM291
DT282

J3
SS sintered filter with teflon 
coating

WR283
WR293
DT284

K1
SS cap slotted with mesh 
filter

PCMini70 
PFMini72 
WR285 

K6
AISI 316 cap slotted with SS 
mesh filter

DT282

K7
Delrin cap slotted with SS 
mesh filter

WM281
WM291

K8
SS mesh filter

WR283 
WR293
DT284

       품번과 영문 품명             해당 제품 Associated 
  

K9
PEEK protection cap with SS 
mesh filter

WR283 
WR293
DT284

SSG
SS sintered guard 
replacement

Easidew 
Easidew I.S. 
Easidew PRO I.S. 
Easidew Online

Z1
SS cap slotted with PTFE filter

PCMini70 
PFMini72
WR285

Z2
ABS cap slotted with PTFE 
filter, white

DT269
PF211

Z6
SS cap slotted with PTFE filter

DT282

Z7
Delrin cap slotted with PTFE 
filter, white

WM281
WM291

EA2-HDPE
Pack of 10 replacement HDPE 
guards.  
(For protection against fine 
particulate (<10µm))

Easidew 
Easidew I.S. 
Easidew PRO I.S. 
Easidew Online

I7-0-00-0
Hygrosmart without Pt100 
output

PCMini70 
PFMini72 
DT269

I7-0-00-1
Hygrosmart with Pt100 output 
(RH = 0-1 V)

PCMini70 
PFMini72 
WM281 
WM291 
DT269/DT282
PF211 (V)

I7-4-00-1
Hygrosmart with Pt100 output 
(RH = 0.2-1 V)

PF211 (mA)

이영길
Text Box
미쉘 습도계.이슬점측정기 부 속 품-2

이영길
Text Box
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Accessories
         품번과 영문 품명              해당 제품  

   

A000030
19mm (0.75”) Connector, no 
cable, with screw terminals

PC33, 52, 
62 & 62V  
DT722

A000030XM
19mm (0.75”) Connector, with 
cable (customer spec length)

PC33, 52, 
62 & 62V  
DT722

A000031
19mm (0.75”) Connector with 2m 
(6.5’) cable 

PC33, 52, 
62 & 62V  
DT722

A000032
19mm (0.75”) Connector with 5m 
(16’) cable

PC33, 52, 
62 & 62V  
DT722

A000033
12mm (0.47”) Connector with 2m 
(6.5’) cable

PCMini52

A000036
12mm (0.47”) Connector with 5m 
(16’) cable

PCMini52

A000037
12mm (0.47”) Connector with 
10m (33’) cable

PCMini52

A000321
12mm (0.47”) Connector without 
cable (with solder terminals)

PCMini52

A000321XM
12mm (0.47”) Connector with 
cable (customer spec length)

PCMini52

A000322
12mm (0.47”) Connector with 
20m (25.6’) cable

PCMini52

이영길
Text Box
미쉘 습도계.이슬점측정기 부 속 품-3

이영길
Text Box
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Accessories
품번과 영문 품명 해당 제품

A000100
3/4” NPT SS adj. fitting for SS 
probes

PC33, 52, 
62 & 62V  
DT722

A000101
1/2” NPT SS adj fitting for SS 
probe.   Only to be used with SS 
probe housing

PCMini52

A000110
Al mounting flange for ø19mm 
(0.75”) SS probes (outside 
ø80mm (3.15”))

PC33, 52, 
62 & 62V  
DT722

A000111
Aluminum mounting flange for 
ø12.0mm (ø0.47”) SS probes 
(outside ø40.0mm (ø 1.57”)). To 
be used with SS probes

PCMini52

A000120
ø90mm (3.54”) WM weather 
prot. cap 
(in combination with A000111 for 
ø12mm (0.47”) probes)

PC33, 52, 62 
& 62V   
PCMini52

A000125
ø120mm (4.72”) WM weather 
prot. cap 
(in combination with A000111 for 
ø12mm (0.47”) probes)

PC33, 52, 62 
& 62V   
PCMini52

A000150
Mini flange for ø19.0mm (ø0.75”)
molded polymer probe

PC33, 52, 
62 & 62V

A000340
Bonded seal, (DIN ISO 228) 
G½” (BSP)

SF52

FLA012
Al mounting flange for ø12mm 
(0.47”) SS probes

DT262 
DT284 
WR283
WR293

FLA019
Al mounting flange for ø19mm 
(0.75”) SS probes

DT269 
DT282

품번과 영문 품명 해당 제품 Associated 

1A01210
Mini flange

I7000 
I7400

2510367
Mounting clip

PFMini72 

2510387
Mounting clip

PF211

3420085
Fixing collar

PF211

3401135
Molded polymer fitting

PF211

6A05130
Connecting kit for PCB

I7000 
I7400

6A06350
Connecting kit with wires

I7000 
I7400

* S.S. 쇠테(페럴)로 영구고정

* S.S. 쇠테(페럴)로 영구고정  

* 내부에 고무오링이 있으며 
   플랜지에도 오링이 있음 

* 내부에 고무오링이 있으며
   플랜지에도 오링이 있음 

* 내부에 고무오링이 없고
   플랜지에도 고무오링이 없음 

* 내부에 고무오링이 없고
   플랜지에도 고무오링이 없음

이영길
Text Box
미쉘 습도계.이슬점측정기 부 속 품-4

이영길
Text Box
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       품번과 영문 품명              해당 제품  
     

EA2-CK
Easidew communications kit 
for EA2 - Enables connection 
to Easidew Transmitter and 
re-ranging & reconfiguration 
of output via configuration 
software

Easidew 
Easidew I.S. 
Easidew PRO I.S. 
Easidew Online

F035263
USB cable/software for 
configuration

WM281, WM291 
DT282, DT284 
WR283, WR285 
WR293, 

330185
RS422/485 to PC (RS232) 
converter

WM281, WM291 
DT282, DT284 
WR283, WR285 
WR293, 

GI-PF-01
KFD0-CS-EX1.50P galvanic 
isolator (for Easidew PRO I.S. - 
Pepperl & Fuchs)

Easidew PRO I.S.
Easidew I.S.

Accessories

이영길
Text Box
미쉘 습도계.이슬점측정기 부 속 품-5

이영길
Text Box
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      품번과 영문 품명              해당 제품  
  

A000350
Sample block without filter

SF52

A000351
Sample block with filter

SF52

EA2-SAM
Easidew Sampler  
SS block w/filter cartridge 
(0.3µm), inlet/outlet push ftgs, 
m-valve & PTFE vent tube 
(6mm (0.24”)), mtg bracket

Easidew
Easidew I.S.
Easidew PRO I.S.
Easidew Online

CSB
SS sample block  (5/8” UNF 
thread with 1/8” NPT ports)

Easidew 
Easidew I.S.
Easidew PRO I.S.
Easidew Online

Accessories

이영길
Text Box
미쉘 습도계.이슬점측정기 부 속 품-6

이영길
Text Box
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이영길
Text Box
CERMET II

이영길
Text Box
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          품번과 영문 품명                해당 제품                                           
 

A000180
ø18.5mm (0.73”) molded polymer 
port adpt (for ø8mm (0.31”) probes)

A000190
ø18.5mm (0.73”) molded polymer 
port adpt (for ø12mm (0.47”) probes) 

S503

A000200
Blind stop ø18.5mm (ø0.73”)

S904
OptiCal

A000263
Door kit with 5 ports.  5 adapters to 
be specified

S904
OptiCal

A000264
Door kit with 5 ports and 25 adapters  
(5 x ø19mm (0.75”), 4 x ø12mm 
(0.47”), ø13.5mm (0.53”), ø15mm 
(0.59”), ø18.5mm (0.73”), ø24mm 
(0.94”) - and blind stops.  Adapter 
tool included)

S904
OptiCal

A000266
Door with clear window - no ports

S904
OptiCal

A000268
Door without ports

S904
OptiCal

A000269
Door kit for use with MI Optidew.   
(Optidew dew-point sensor port 
adapter, PRT port adapter and 4  x 
ø19mm (0.75”) adapters.   Adapter 
tool included)

S904
OptiCal

A000272
SS port adapter for Optidew

S503

        품번과 영문 품명              해당 제품 Associated 
 

A000273
Polymer port adpt ø18.5mm (0.73”) 
to ø3mm (0.19”) (for Optidew 
probe)

S904
S503
OptiCal

A000277
Blind stop for Optidew adapter

S503
S904

A000278
Blind stop for PRT adapter

S503
S904

A000280
Al adapter & blind stop (to be 
modified by customer) (M30x1)

S503

A000280X
Al port adapter ø client specific & 
blind stop (M30x1)

S503

A000281
Al port adpt for ø12mm (0.47”) 
probe, blind stop (M30x1)

S503

A000282
Al port adpt for ø13.5mm (0.53”) 
probe, blind stop (M30x1)

S503

A000283
Al port adpt for ø14mm (0.55”) 
probe, blind stop (M30x1)

S503

Accessories

이영길
Text Box
미쉘 습도계.이슬점측정기 부 속 품-7

이영길
Text Box
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Accessories
            품번과 영문 품명             해당 제품 Associated 

    

A000284
Al port adpt for ø15mm (0.59”) 
probe, blind stop (M30x1)

S503

A000285
Al port adpt for ø18.5mm (0.73”) 
probe, blind stop (M30x1)

S503

A000286
Al port adpt for ø19mm (0.75”) 
probe, blind stop (M30x1)

S503

A000287
Al port adpt for ø24mm (0.95”) 
probe, blind stop (M30x1)

S503

A000288
Al port adpt for ø25mm (0.98”) 
probe, blind stop (M30x1)

S503

A000290
M30x1 Molded polymer port adpt 
& blind stop (to be modified by 
customer)

S904
OptiCal

A000290X
Polymer port adpt ø client specific & 
blind stop

S904
OptiCal

A000291
Polymer port adpt for ø12mm 
(0.47”) probe, blind stop (M30x1)

S904
OptiCal

           품번과 영문 품명               해당 제품 Associated 
  

A000292
Polymer port adpt for ø13.5mm 
(0.53”) probe, blind stop (M30x1)

S904
OptiCal

A000293
Polymer port adpt for ø14mm (0.55”) 
probe, blind stop (M30x1)

S904
OptiCal

A000294
Polymer port adpt for ø15mm (0.59”) 
probe, blind stop (M30x1)

S904
OptiCal

A000295
Polymer port adpt for ø18.5mm 
(0.73”) probe, blind stop (M30x1)

S904
OptiCal

A000296
Polymer port adpt for ø19mm (0.75”) 
probe, blind stop (M30x1)

S904
OptiCal

A000297
Polymer port adpt for ø24mm (0.95”) 
probe, blind stop (M30x1)

S904
OptiCal

A000298
Polymer port adpt for ø25mm (0.98”) 
probe, blind stop (M30x1)

S904
OptiCal

이영길
Text Box
미쉘 습도계.이슬점측정기 부 속 품-8

이영길
Text Box
서울시 영등포구 양평동 3가 40-2   에이스테크노타워 703호  길우트레이딩   www.gilwoo.co.kr  02)2636-0009(대)



75

Humidity and Dew-Point Instruments

Please note: Michell Instruments adopts a continuous development program which sometimes 
necessitates specification changes without notice. Please contact us for latest version. 

www.michell.com

Accessories
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A000171
0.25 kg (0.55lbs) desiccant 
(orange)

S503
S904

A000230
Carrying case for the S503

S503

A000240
Drying module

S904
OptiCal

A000242
Water bottle

S503
S904

A000243
PRT sensor

S904
OptiCal

A000265
Tool for changing the 
aluminum port adapters

S503
S904

HT961T00
Control sensor

S904
OptiCal

HX757
Control sensor

S503

       품번과 영문 품명              해당 제품 Associated 
  

OCAL-TC
Transport Case for OptiCal

Optical

OPT-V-01
Optidew vision reference 
hygrometer with sensor

S503

이영길
Text Box
미쉘 습도계.이슬점측정기 부 속 품-9

이영길
Text Box
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