
무선 누수 감지기

용 도

WiNG-LD

감 시, 통 합, 경 보, 안 심

WiNG-LD를 어떻게 분리합니까? 

SD-Z 또는 SD-Z1 국소감지기 또
는 누설 감지 케이블과 결합하여
모든 시설의 누수를 탐지하
고 보고할 수 있습니다.

○ 다음 구성 중 하나를 사용하여 누출을 감시하십시오:

• SD-Z1 일점 검출기 1 개
• 1 개의 SD-Z 일점 감지기와 최대 15m의 누설

감지 케이블

• 최대 30.5m의 누출 감지 케이블

○ 독점 무선 설계

○ 구성 WiNG 센서는 소형이며 방해가 되지 않습니다.

○업계 최고의 배터리 수명 제공 - 센서 건전지는 상온에서
12년까지 사용될 수 있습니다.

○WiNG-MGR 웹 인터페이스에 10- 20초마다 판독 값을
전달합니다.

WiNG 기술과 결합된 무선 누출 감지 
RLE는 WiNG 무선 기반의 출시로 무선 센서 기술을 혁신적으

로 변화 시켰습니다.
○ 관리자와 센서간의 전송 범위:

• 여러 벽을 통해 최
대 30미터

• 한 벽을 통해 최대 82미터

• 최대 182미터의 시선 직선거리

• WiNGRXT 범위 확장기를
사용하여 최대 1,000개의
시선을 추가 할 수 있습니다.

○ 하나의 관리자에게 250개의 센서
지원, 범위 확장기를 갖춘 최대 
400 개의 센서 지원 

장 점
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WiNG-LD · 모든 RLE SeaHawk 감지선과  SD-Z 및 SD-Z1 일점 감지기와 호환 가능

기 술 규 격
전원 3.6V AA lithium battery

건전지 수명 Up to 5 years when system spans full operating temperature range.
Up to 8 years at room temperatures up to 122°F (50°C)
Up to 12 years at room temperature

보관 수명 10 years in quiescent mode with battery installed

송신 주기
주파수
거리

10-20 seconds (random)
Available in 868MHz and 900MHz configurations
Up to 600ft line of sight

누수감지입력
적합성
감지기반응시간
감지선단선 감지
배선감도 

Accepts up to 100ft (30.5m) of sensing cable, 50ft (15m) of sensing cable and one SD-Z spot detector, or 1 SD-Z1 spot detector.
Compatible with all RLE sensing cables and the SD-Z and SD-Z1 spot detectors.
< 20 seconds
Yes
Configurable

동작 환경조건
  온도
 습도
 고도

-13ºF to 185ºF (-25ºC - 85ºC)
0% to 90% RH (Non-condensing)
-200 ft to 15,000 ft (-70m to 4572m) max

설치 Free standing, zip ties, screw and keyhole - spaced 2.5” (6.4cm), junction box - 2 screws spaced 3.28” (8.3cm)

크기와 무게 4.4”L x 2.5”W x 1.5”H (11.2cmL x 6.4cmW x 3.8cmH), 0.2lb (0.10kg)

인증과 규격서
CE UL61010, CSA 22.2 #61010, IEC 61326-1, FCC 47CFR 15B, IC ICES-003, EN 61000-3-2, EN61000-3-3,
ETSI EN 301 489-1, ETSI EN 301 489-3; FCC ID: X7J-A11072401: IC: 8975A-A11072401

품 번
WiNG-LD WiNG Leak detector for use with sensing cable; 900MHz wireless transmitter; includes LC-Kit; requires SC, SC-R, SC-ZH or SD-Z

WiNG-LD-868 WiNG Leak detector for use with sensing cable; 868MHz wireless transmitter; includes LC-Kit; requires SC, SC-R, SC-ZH or SD-Z

WiNG-LDM WiNG Leak detector for use with chemical sensing cable; 900MHz wireless transmitter; includes LC-Kit-M; requires SC-C

WiNG-LDM-868 WiNG Leak detector for use with chemical sensing cable; 868MHz wireless transmitter; includes LC-Kit-M; requires SC-C

WiNG-SPOT WiNG Leak detector for use with spot detector; 900MHz wireless transmitter; includes SD-Z1

WiNG-SPOT-868 WiNG Leak detector for use with spot detector; 868MHz wireless transmitter; includes SD-Z1

WiNG-LDWiNG 가족제품 




